Model Number

PLATINUM LOW-COST INDUSTRIAL ICP® ACCELEROMETER

Revision: D
ECN #: 56388

602D01
Performance ENGLISH sl , , o OPTIONAL VERSIONS
Sensitivity(+ 10 %) 100 mV/g 10.2 mV/(m/s?) ] Optional versions have\fﬁgfﬁc&lﬁggcgglcg\;/lf)p/lsoargctihaacrf%%s:ggfig: Irﬁgeydbgohgée .standard model except
Measurement Range +50¢9 +490 m/s?
Frequency Range(+ 3 dB) 30 to0 480,000 cpm 0.5 t0 8,000 Hz [2] EX - Hazardous Area Approval- contact factory for
Resonant Frequency 1,500 kepm 25 kHz [3] specific approvals
Broadband Resolution 350 g 3,434 pm/secz [31 M - Metric Mount
Non-Linearity +1% +1% 141 Supplied Accessory: Model M081B97 Captive Mounting Bolt, M6 x 1 x 25 mm long, hex head (1)
Transyerse Sensitivity <7T% <7T% TO - Temperature Output
Environmental Temperature Output Range +36to +250 °F +2to+121°C
Overload Limit(Shock) 5,000 g pk 49,050 m/s? pk Efmtﬁigaltcu(r)%gg?tlgfactor 5.556 g}X/’:/T{rZBZ ;181?\’\//'/1“(23
Temperature Range -65t0 +250 °F 54to+121°C Electrical Connections(Pin A) Acceleration Output Acceleration Output
Temperature Response See Graph See Graph [3] Electrical Connections(Pin B) oun oun
Enclosure Rating P68 P68 Electrical Connections(Pin C) Temperature Output Temperature Output
Electrical
Settling Time(within 1% of bias) <2.0sec <2.0sec
Discharge Time Constant >0.3sec >0.3sec
Excitation Voltage 181028 VDC 18028 VDC
Constant Current Excitation 2t020 mA 2t020 mA
Output Impedance <150 Ohm <150 Ohm
Output Bias Voltage 8to012VDC 8t012VDC
Spectral Noise(10 Hz) 8.0 yg/vHz 785 (pm/secz)/\/Hz [3]
Spectral Noise(100 Hz) 5 pg/VHz 49.1 (pm/secz)/\/ Hz [3]
Spectral Noise(1 kHz) 4 pg/vHz 39.2 (pm/secz)/\/ Hz [3]
Electrical Isolation(Case) > 1080hm > 1080hm

Physical
Size (Length x Height x Width)

Weight

Mounting Thread

Mounting Torque

Sensing Element

Sensing Geometry

Housing Material

Sealing

Electrical Connector
Electrical Connection Position

q3
UK
CA:-

ntertek

1.65inx0.845inx 0.74 in
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Ceramic
Shear
Stainless Steel
Welded Hermetic
2-Pin MIL-C-5015
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All' specifications are at rLo]m temperature unless otherwise specified.

In the interest of constant product improvement, we reserve the right to change specifications without notice.

icP®isa registered trademark of PCB Piezotronics, Inc.

419 mmx21.5mmx18.8

mm
74.0 gm
No Metric Equivalent
2.7t06.8 Nm
Ceramic
Shear
Stainless Steel
Welded Hermetic
2-Pin MIL-C-5015
Side

100

Temperature (*F)

[5]

Typical Sensitivity Deviation vs Temperature
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NOTES:

[1]Conversion Factor 1g = 9.81 m/s>.

[2]The high frequency tolerance is accurate within +10% of the specified frequency.
[3]Typical.

[4]Zero-based, least-squares, straight line method.

[5]11/4-28 has no equivalent in S.I. units.

[6]See PCB Declaration of Conformance PS023 or PS060 for details.

[7]1See Model's “Instructions For Use” (IFU) for North American Conformity and Certification
Statements.

e _____________________________________________________|

SUPPLIED ACCESSORIES:

Model 081B97 Captive Mounting Bolt 316SS - 7/16 HEX 1/4-28 UNF (1)

Model ICS-2 NIST-traceable single-point amplitude response calibration at 6000 cpm (100 Hz) for
each axis (1)
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