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CODE
IDENT. NO.

52681

DWG. NO.

SCALE: SHEET

DRAWN CHECKED ENGINEER

TITLE

UNLESS OTHERWISE SPECIFIED TOLERANCES ARE:
DIMENSIONS IN MILLIMETERS

[ IN BRACKETS ]

XX    ± 0.13
ANGLES  ` 2 DEGREES

DIMENSIONS  IN INCHES

DECIMALS     XX   ±.01

ANGLES  ` 2 DEGREES

FILLETS AND RADII 
 .003 - .005 

DECIMALS     X    ± 0.3

FILLETS AND RADII 
0.07 - 0.13 

INSTALLATION DRAWING

57568
1 OF 11.75X

HIGH TEMPERATURE
PRESSURE SENSOR

XXX   ±.005

AME 6/5/25 JDM 6/5/25 JD 6/5/25

3425 WALDEN AVE. DEPEW, NY 14043
(716)  684-0001 E-MAIL:  sales@pcb.com

1"≤ LENGTH < 1'          =       +1"/ - 0
1'≤ LENGTH < 5'          =       +2"/ - 0
5'≤ LENGTH < 100'      =       +6"/ - 0
100'≤ LENGTH             =       +1'/ - 0

CABLE TOLERANCES IN ENGLISH CABLE TOLERANCES IN METRIC
2.54cm   ≤ LENGTH < 30.5cm  = +2.54cm/ - 0
30.5cm ≤ LENGTH < 1.5m        =   +5.1cm/ - 0
1.5m       ≤ LENGTH < 30.5m    = +15.2cm/  - 0
30.5m   ≤ LENGTH                     = +30.5cm/ - 0

SIZE

B

MOUNTING HOLE PREPARATION
n.512 [13.0] THRU
9/16-18 UNJF - 3B x.46 MIN

57
56

8
PCB Piezotronics Inc. claims proprietary rights in
the information disclosed hereon.  Neither it nor any
reproduction thereof will be disclosed to others
without the written consent of PCB Piezotronics Inc.

REVISIONS
REV DESCRIPTION DIN

D UPDATED CABLE DESCRIPTION 55797

1.66 [42.0] .89 [22.6] 1.40 [35.6]

.43 [10.8]

9/16 [14.29] HEX 

1

1

BASED ON CUSTOMER SUPPLIED SEAL AND INSTALLATION
 
MOUNTING TORQUE ON 9/16 HEX: 4.1-7.4 LB-FT [5.5-10 N-m]

9/16-18 UNJF - 3A

81.5`1.0 [2070`25]

OVERBRAIDED HARDLINE CABLE 

n.25 [n6.4]
MINIMUM BEND RADIUS 2.0 [51]

POSITIVE (+) NEGATIVE (-)

n.512 [n13.00]

n.036 THRU [n.91 THRU]2X 
     LOCK WIRE HOLES

n.50 [n12.7]

7/16-27 UNS - 2A
2-PIN CONNECTOR

n.75 [n19.0]

n.47 [n12.0]

n.04 THRU [n1.0 THRU]
LOCK WIRE HOLE
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